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INNOVATIVE SOLUTIONS FOR INNOVATIVE NEEDS

email  advantage@arrowuk.com 

Please contact us for volume pricing.

Connectors

Sockets

Memory/DIMM Sockets

Memory/DIMM Sockets

Housing: High temperature Nylon�r��
Contacts: Phosphor bronze�r��

Current rating: 0.5A max�r��

A range of DIMM Sockets available in Surface Mount and Through Hole. UL approved.

Product Parts Table 

Part Number Description/No. of Ways Price £ each

Through-Hole 1+

390112-1 144 Pos. SO DIMM, 0.8mm Pitch, 3.3V, Right Angle, High Profile, SMT 2.63

390113-1 144 Pos. SO DIMM, 0.8mm Pitch, 3.3V, Right Angle, Std Profile, SMT 2.63

390114-1 144 Pos. SO DIMM, 0.8mm Pitch, 3.3V, Right Angle, Low Profile, SMT 2.63

5390168-1 168 Pos. DIMM, 1.27mm Pitch, 3.3V, Vertical, Std Profile, Through-Hole 3.57

1473005-1 200 Pos. SO DIMM, 0.6mm Pitch, 2.5V, Right Angle, Std Profile, SMT, 

SDRAM-DDR1

3.64

1473005-4 200 Pos. SO DIMM, 0.6mm Pitch, 1.8V, Right Angle, Std Profile, SMT, 

SDRAM-DDR2

3.64

1473006-1 200 Pos. SO DIMM, 0.6mm Pitch, 2.5V, Right Angle, Std Profile, SMT, 

SDRAM-DDR1 Reverse

3.64

1473006-4 200 Pos. SO DIMM, 0.6mm Pitch, 1.8V, Right Angle, Std Profile, SMT, 

SDRAM-DDR2 Reverse

3.64

The above table is for selection purposes only. Please check Manufacturer's Specifications before design-in.

core
range

Product sourcing

If you can’t see the product you need call 01279 626777, fax 01279 455777 or email advantage@arrowuk.com

Access to global stocks of over 240,000 electronics products

Over 1,000,000 products can be sourced from our extensive linecard offering, see page 8 for linecard

Volume discounting

Preferential pricing available

Call 01279 626777 to discuss requirement

Delivery tracking

Call 01279 626777 for assistance
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